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TECHNICAL SPECIFICATIONS

Material 150μm PET film

Weight 200 g/m2

Surface Matt

Adhesive 300 ≤ (bei 180°gf/25mm)

Application temperature range
Temperature 15 ~ 30 °C
Humidity 30 ~ 60%

shelf life / storage conditions

1 year, stored in original pa- 
cking at recommended tem- 
perature (coating warranty 
guaranteed for 6 months 
from date of purchase)

Le informazioni pubblicate riguardanti i nostri prodotti sono basate su co-
noscenze ed esperienze pratiche. Gli acquirenti devono indipendentemente 
determinare, prima dell’uso, l’idoneità del materiale per l’utilizzo che ne 
vogliono fare. L’acquirente deve assumersi tutti i rischi per qualsiasi uso, 
funzionamento e applicazione del materiale. Noi siamo responsabili del 

danno solo per il prezzo d’acquisto con esclusione di danni diretti o acci-
dentali. Tutte le informazioni fornite servono solo a descrivere il prodotto e 
non riguardano assicurazioni in senso giuridico. Le specifiche sono sogget-
te a modifiche senza preavviso, salvo errori ed omissioni.

Product Information

	� 150μm frosted polyester film
	�Removable clear acrylic semi-tac adhesive
	�For Latex & UV curable inks
	�Bright colour expression by indirect light (No need backlit panel)
	�Highly vivid colour expression on window application
	�Reverse installation available

Areas of Application

	� Indoor advertising and promotions
	�Backlight applications
	�Reverse printing and indoor window application
	�Retail window advertisements, indoor window advertisements
	�Architectural window decorations


