
Le informazioni pubblicate riguardanti i nostri prodotti sono basate su co-
noscenze ed esperienze pratiche. Gli acquirenti devono indipendentemente 
determinare, prima dell’uso, l’idoneità del materiale per l’utilizzo che ne 
vogliono fare. L’acquirente deve assumersi tutti i rischi per qualsiasi uso, 
funzionamento e applicazione del materiale. Noi siamo responsabili del 

danno solo per il prezzo d’acquisto con esclusione di danni diretti o acci-
dentali. Tutte le informazioni fornite servono solo a descrivere il prodotto e 
non riguardano assicurazioni in senso giuridico. Le specifiche sono sogget-
te a modifiche senza preavviso, salvo errori ed omissioni.
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TECHNICAL DATA SHEET

Features & Benefits

	� Universal high tack film for most sign applications
	�Well suited for transferring small computer cut copy films with fine 
detail

	� Static control for easier handling
	�Exceptional lay flat resists tunneling and edge curl on liners
	�Works well in wet applications with no adhesive residue
	�Superior clarity aids registration of multiple color overlays
	�Recommended for transferring vinyl films utilizing liners with tighter 
release

Applications

	� Universal application tape for wet and dry applications
	�Small, High Detail Cut Graphics
	�Vinyl Films with Tight Liner Release
	�Multiple Color Graphic Overlays

A polypropylene film with excellent clarity, abrasion resistance and lay 
flat characteristics. Its acrylic adhesive is designed for clean pick up and 
transfer performance on all brands of cast or calendered vinyl. The stable 
adhesive will not build in tack level when applied to vinyl graphics for 
extended periods of storage, therefore transfer is never a problem.

TECHNICAL DATA

Adhesive Modified polyacrylate

Color Clear polypropylene

Caliper, facestock 93 microns (3.7 mils)

Capiper, facestock + adhesive 4.3 mil (108 μ)

Adhesion to Stainless Steel
2 – 4 oz./inch width 
(0.9 –1.8 N/25mm)

Tensile 3600 psi (25MPa)

Elongation 700%

Tear Resistance (grams) n/a

Shelf life. 
Stored at 22°C (72°F)/50-55 % RH

1 year


